MIGCROJE

CT-8687

4-Wire Universal Cable/Harness Tester
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4-Wire Measurement

Up to 1000V Test Voltage

Auto Scan and Auto Pin Search
Intermittent Conductance and O/S Test
Large 320x240 LCD Display

Linear and Safety Test All-in-One

Full Programming Sequence Test
Versatile /O Ports for Application
Statistics and Print Function



TEST ITEMS Memory

Item Symbol Test Range 56 Setup Files

Open/Short 0/S 1K QO ~50K QO Max. 120 Setup Files ( Optional )
Intermittent O/S 1KQ ~50KQ Power Supply

O/S End Judgement + 115/ 230Vac 10 % Switchable

Conductance COND 1m.Q_-50 : OQ_ 60 /50 Hz
Intermittent Cond. 10mQ~50.00 P

Resistance R 0.020 10.0MQ Remote Control Cable ( Optional )

Capacitance C 10pF~1uF RS - 232 Cable ( Optional )
Zener Zener 0~7V I?pwer Cord
Insulation IR 0.1MQ ~1.5G User 's Guide

Hipot Hipot Max . SmA Temperature & Humidity
15C ~35C
* Please refer to order information for detail RH<75 %

specification of needed mode. Desmensliné s s i)

Advanced Functions 425 x 190 x 350 mm

4-Wire Measurement Weight

Programmable Sequential Test Approx . 15Kgs ( w / o Accessory )
Auto Pin Search Cable Capacitance Limit
Self Diagnostic 1vF Max

Self Calibration
Order Information -

Scanning Mode CT-8687FA 4 - Wire Universal Cable / Harness Tester
Auto / Short Switchable S ' s DO ADEO0WG ). o
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