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Scales: 1, 2, 5, 10, 20, 50, 100 µWb/digit

Ranges: ±2000 digits x Scale

Resolution: 1 digit x Scale

Accuracy: 1%

Type of measure: bipolar, unipolar, peak, direct, inverted

Stability: better than ±1 digit/minute

Drift control: automatic or manual

Input resistance: 10 kohm

Interface: RS232 (9600, 4800, 2400 baud, N.8, 1)

Analog input: ±60 V max

Analog output: ±2 V (reading display or calibrated monitor)

Digital input: reset

Digital output: Alarm 1, Alarm 2

Display: LED LCD

Dimensions: 483 x 380 x H 88 mm

Weight: 5,2 kg

q FAST MEASURING

q BACKLIGHTING DISPLAY

q AUTOMATIC PARAMETERS SETTING

q SUPERIOR BY DESIGN made in Italy

q EASILY OPERATING MENU

q AUTOMATIC DRIFT COMPENSATION

Laboratorio Elettrofisico Srl , Via G. Ferrari 14 Laboratorio Elettrofisico  USA Inc.
20014 Nerviano (Milano)  Italy    P.O. Box 5677, Deptford, NJ 08096
ph.+39 0331 589785  fx.+39 0331 585760 ph.+1 856-3841003 fx.+1 856-3841004
info@laboratorio.elettrofisico.com b.palakow@laboratorio.elettrofisico.com

PRO-PII Technology Corp.
Tel: +886 2 87973606 Taipei Office
Tel: +86 2153016655 Shanghai Office
propii@propii.com.twE
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