
* Data Hold, Max/Min, and Crest Factor Reading 

* AC/DC Current up to 1000 Amp 
* Active Power(VAcos   ), Apparent Power   
   (VA), Reactive Power(VA sin   ) and Power  
   factor(cos   )
* Surge Mode for Inrush Current Measurement 
* Power, Current, Voltage, Frequency, and   
   Resistance Measurement  

q 
q

q
* AC/DC 600A Capability

* 2.0% Basic DCA/ACA Accuracy

* Non-intrusive Transducing
* Up to 34mm dia Conductor

* DCA Zero Adjust Knob

* Up to 20 x 40mm Busbar

* Battery Low Indicator 
* Dual Hall Sensor
* Power on Indicating
* 5 Feet Drop Proof

* Coiled Cable Output Plugs

* Hand Guard Protection
* Carrying Case Included
* IEC 1010 CAT II 600V
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DC VOLTAGE

AC VOLTAGE
(45Hz~400Hz)
TRUE RMS

AC CURRENT

TRUE RMS

RESISTANCE

PEAK
DETECT

DISPLAY

APPARENT POWER
(VxA)
RECATIVE POWER
(VxAxSIN  )
POWER FACTOR

CREST FACTOR
SURGE MODE

POWER
SOURCE

ACCESSORIES

DIMENSIONS &
WEIGHT

350V, 600V 2ranges
   (1% rdg+5 digit)
5M     

350V, 600V 2ranges 
   (1% rdg+5digits)
5M   

47Hz~63Hz   (1% rdg+5digits)
Up ~ 400Hz   (2% rdg
+10digits)

3500    

All ranges except resistance,

  1%

audible and frequency test.
   (3% rdg+5 digits)
Acquisition time 150mS for 
AC , 10mS for DC

+_

DC CURRENT
Accuracy
Range 35A, 350A, 1000A 3ranges

3.5kW,35kW,350kW 3ranges

35A, 350A, 1000A 3ranges

   (1% rdg+5 digits)+_

+_

+_

+_

+_

+_

W

W
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Range
Accuracy
Impedance

Range
Accuracy
Impedance

Range
Accuracy

Accuracy

Accuracy

Range

FREQUENCY 10Hz ~ 1kHz
   0.5% +_Accuracy

Range

Range

CONTINUITY
BEEPER

Buzzer sounds if conductance
is less than 30 W

(COS  )q

3.5 kVA,35kVA, 350kVA   (2%+5digits)

3.5 kVar,35kVar, 350kVar   (2%+5digits)

3.5kW, 35kW, 350kW 3ranges
   (3%+2 digits)
1~6 range   (3%+2digits)
ACA ranges to capture and retain current
surge long enough for reading

3 1/2 digits LCD display

AAA x 4pcs

Test probe x 1, Instruction manual x 1
Alligator x 1, carrying case x 1

85(W)x43(H)x270(D) mm 
Approx. 700g 

+_
+_
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AC CURRENT

DC CURRENT

LOAD IMPEDANCE

POSITION ERROR

OUTPUT VOLTAGE

TYPE OF SENSING

GENERAL
Low Battery Indicator
Temperature Coefficient

Shock Proof
Maximum Conductor Size
Maximum Jaw Opening
Maximum Busbar Size
Power Source

DIMENSIONS &
WEIGHT

ACCESSORIES

Range

Range

Resolution

Resolution

Accuracy

Accuracy

100A, 600A

100A, 600A

10mV/A, 1mV/A

10mV/A, 1mV/A

 45Hz ~ 400Hz
   (2%+2A) in 100A range

   (2%+2A)In 100A range

   (2%+2A), 100 ~ 400A

   (2%+2A), 100 ~ 400A

   (3%+2A), 400 ~ 600A

   (3%+2A), 400 ~ 600A

+_

+_

+_

+_

+_
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AC and DC

AC/DC,10mV/A in 100A,1mV/A 
in 600A

Hall effect sensing for AC and DC

100k    min

1% rdg

W

Red LED
0.2 x(spec. Acc'y)/  C,<18  C or
>28  C
4 feet drops
   34mm
38mm
20 x 40mm
Single 9V battery (NEDA 1604 or
IEC 6LF22)

60(W) x 27(H) x 203(D) mm
Approx. 320 g

Instruction manual x 1
Coil cable output plugs
Carrying case x 1

ACTIVE
POWER(VxAxcos  ) Accuracy

Range
   (2%rdg + 2digits)+_

+_

+_

Watt Meter / AC & DC Current Transducer Watt Meter / AC & DC Current Transducer 
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